
60 

49 CFR Ch. II (10–1–04 Edition) § 210.11 

rail car, or consist of a locomotive and 
rail cars has been inspected and been 
determined to be safe to move. 

§ 210.11 Waivers. 
(a) Any person may petition the Ad-

ministrator for a waiver of compliance 
with any requirement in this part. A 
waiver of compliance with any require-
ment prescribed in the Standards may 
not be granted under this provision. 

(b) Each petition for a waiver under 
this section must be filed in the man-
ner and contain information required 
by 49 CFR part 211. 

(c) If the Administrator finds that a 
waiver of compliance applied for under 
paragraph (a) of this section is in the 
public interest and is consistent with 
railroad noise abatement and safety, 
the Administrator may grant a waiver 
subject to any condition he deems nec-
essary. Notice of each waiver granted, 
including a statement of the reasons 
therefor, will be published in the FED-
ERAL REGISTER. 

§ 210.13 Penalty. 
Any person who operates railroad 

equipment subject to the Standards in 
violation of any requirement of this 
part or of the Standards is liable to 
penalty as prescribed in section 11 of 
the Noise Control Act of 1972 (42 U.S.C. 
4910), as amended. 

Subpart B—Inspection and Testing 
§ 210.21 Scope of subpart. 

This subpart prescribes the compli-
ance criteria concerning the require-
ments for inspection and testing of 
railroad equipment or operations cov-
ered by the Standards. 

§ 210.23 Authorization. 
(a) An inspector is authorized to per-

form any noise test prescribed in the 
Standards and in the procedures of this 
part at any time, at any appropriate 
location, and without prior notice to 
the railroad, for the purpose of deter-
mining whether railroad equipment is 
in compliance with the Standards. 

(b)(1) An inspector is authorized to 
request that railroad equipment and 
appropriate railroad personnel be made 
available for a passby or stationary 
noise emission test, as prescribed in 

the Standards and in the procedures of 
this part, and to conduct such test, at 
a reasonable time and location, for the 
purpose of determining whether the 
railroad equipment is in compliance 
with the Standards. 

(2) If the railroad has the capability 
to perform an appropriate noise emis-
sion test, as prescribed in the Stand-
ards and in the procedures of this part, 
an inspector is authorized to request 
that the railroad test railroad equip-
ment. The railroad shall perform the 
appropriate test as soon as practicable. 

(3) The request referred to in this 
paragraph will be in writing, will state 
the grounds upon which the inspector 
has reason to believe that the railroad 
equipment does not conform to the 
Standards, and will be presented to an 
appropriate operating official of the 
railroad. 

(4) Testing or submission for testing 
is not required if the cause of the noise 
defect is readily apparent and the in-
spector verifies that it is corrected by 
the replacement of defective compo-
nents or by instituting a normal main-
tenance or repair procedure. 

(c)(1) An inspector is authorized to 
inspect or examine a locomotive, rail 
car, or consist of a locomotive and rail 
cars operated by a railroad, or to re-
quest that the railroad inspect or ex-
amine the locomotive, rail car, or con-
sist of a locomotive and rail cars, 
whenever the inspector has reason to 
believe that it does not conform to the 
requirements of the Standards. 

(2) An inspector may request that a 
railroad conduct an inspection or ex-
amination of a locomotive, rail car, or 
consist of a locomotive and rail cars on 
the basis of an excessive noise emission 
level measured by a passby test. If, 
after such inspection or examination, 
no mechanical condition that would re-
sult in a noise defect can be found and 
the inspector verifies that no such me-
chanical condition exists, the loco-
motive, rail car, or consist of a loco-
motive and rail cars may be continued 
in service. 

(3) The requests referred to in this 
paragraph will be in writing, will state 
the grounds upon which the inspector 
has reason to believe that the loco-
motive, rail car, or consist of a loco-
motive and rail cars does not conform 
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to the Standards, and will be presented 
to an appropriate operating official of 
the railroad. 

(4) The inspection or examination re-
ferred to in this paragraph may be con-
ducted only at recognized inspection 
points or scheduled stopping points. 

§ 210.25 Measurement criteria and pro-
cedures. 

The parameters and procedures for 
the measurement of the noise emission 
levels are prescribed in the Standards. 

(a) Quantities measured are defined 
in § 201.21 of the Standards. 

(b) Requirements for measurement 
instrumentation are prescribed in 
§ 201.22 of the Standards. In addition, 
the following calibration procedures 
shall be used: 

(1)(i) The sound level measurement 
system including the microphone shall 
be calibrated and appropriately ad-
justed at one or more nominal fre-
quencies in the range from 250 through 
1000 Hz at the beginning of each series 
of measurements, at intervals not ex-
ceeding 1 (one) hour during continual 
use, and immediately following a meas-
urement indicating a violation. 

(ii) The sound level measurement 
system shall be checked not less than 
once each year by its manufacturer, a 
representative of its manufacturer, or 
a person of equivalent special com-
petence to verify that its accuracy 
meets the manufacturer’s design cri-
teria. 

(2) An acoustical calibrator of the 
microphone coupler type designed for 
the sound level measurement system in 
use shall be used to calibrate the sound 
level measurement system in accord-
ance with paragraph (b)(1)(i) of this 
section. The calibration must meet or 
exceed the accuracy requirements spec-
ified in section 5.4.1 of the American 
National Standard Institute Standards, 
‘‘Method for Measurement of Sound 
Pressure Levels,’’ (ANSI S1.13–1971) for 
field method measurements. 

(c) Acoustical environment, weather 
conditions, and background noise re-
quirements are prescribed in § 201.23 of 
the Standards. In addition, a measure-
ment tolerance of 2 dB(A) for a given 
measurement will be allowed to take 
into account the effects of the factors 

listed below and the interpretations of 
these effects by enforcement personnel: 

(1) The common practice of reporting 
field sound level measurements to the 
nearest whole decibel; 

(2) Variations resulting from com-
mercial instrument tolerances; 

(3) Variations resulting from the to-
pography of the noise measurement 
site; 

(4) Variations resulting from atmos-
pheric conditions such as wind, ambi-
ent temperature, and atmospheric pres-
sure; and 

(5) Variations resulting from re-
flected sound from small objects al-
lowed within the test site. 

§ 210.27 New locomotive certification. 
(a) A railroad shall not operate a lo-

comotive built after December 31, 1979, 
unless the locomotive has been cer-
tified to be in compliance with the 
Standards. 

(b) The certification prescribed in 
this section shall be determined for 
each locomotive model, by either— 

(1) Load cell testing in accordance 
with the criteria prescribed in the 
Standards; or 

(2) Passby testing in accordance with 
the criteria prescribed in the Stand-
ards. 

(c) If passby testing is used under 
paragraph (b)(2) of this section, it shall 
be conducted with the locomotive oper-
ating at maximum rated horsepower 
output. 

(d) Each new locomotive certified 
under this section shall be identified by 
a permanent badge or tag attached in 
the cab of the locomotive near the lo-
cation of the inspection Form F 6180.49. 
The badge or tag shall state: 

(1) Whether a load cell or passby test 
was used; 

(2) The date and location of the test; 
and 

(3) The A-weighted sound level read-
ing in decibels obtained during the 
passby test, or the readings obtained at 
idle throttle setting and maximum 
throttle setting during a load cell test. 

§ 210.29 Operation standards (moving 
locomotives and rail cars). 

The operation standards for the noise 
emission levels of moving locomotives, 
rail cars, or consists of locomotives 

VerDate Aug<04>2004 01:54 Nov 03, 2004 Jkt 203208 PO 00000 Frm 00061 Fmt 8010 Sfmt 8010 Y:\SGML\203208T.XXX 203208T


		Superintendent of Documents
	2014-11-12T14:08:38-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




